Collect a FRMAC F&J Low Volume Air Sample Pump
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Choose a Location
	Suggested Equipment
Air Sample Pump

Tripod

Paper Filter (2in)

Cartridge (Charcoal or Silver Zeolite)

Quart Sealable Bag

Tweezers

Security Seal

Sample Control & Chain of Custody form

Generator (if required)

Extension Cord (if required)

Gloves
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	Gather all the required equipment before you depart for the field.  This is a list of suggested equipment.  Add or remove equipment as needed.
	Locate the pump out in the open away from buildings, trees or other overhead obstructions.

The rule of thumb is to locate pump at least two times the height away from the closest obstruction.
	Survey Area Exposure Rate (waist high) & Contamination (ground).  Record measurements.
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	Position sample head approximately 1 meter off the ground (Approximate breathing zone height).  Point the Sample Head in the direction of the release
	If using a generator ensure the exhaust is downwind from the sample head
	


Assemble the Sample Head
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	Air Sample head, paper filter,  and charcoal filter
	Install paper filter.  Fuzzy side out.  Red line is on back of paper
	Assembling head
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	Install charcoal filter
	Assembling head
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	Insert head assembly into air sampler
	Air sample head installed.
	Opening air sampler
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	Battery button 
Power button
	Flow/time/total volume indication button

Make sure Flow is showing
	Press Reset to start Pump

Wait till flow stabilized. 

Close the Lid
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	Record Start Date, Time & Flow Rate on Bag.  Put Barcode on Bag
	Press Button to see Total Volume
	Record Stop Date, Time & Flow Rate or
 Total Volume on Bag.
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	Remove head assemble
	Using Tweezers, Places Paper and or Cartridge into separate Sample bags.  
  Place a Security Seal on the bag.


	Complete a separate Sample Control & Chain of Custody Form for each sample and input into the Tablet.  

If Background permits survey the Sample
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